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Pin-Rivet

5320-01-059-2000

NSN 5320-01-059-2000 - NIIN 010592000

FSC 5320 — Rivets - FSG 53 — Hardware and Abrasives

© GOVERNMENT RECORD, CITED

ALSO SEARCHED AS 5320-01-059-2000 - 5320010592000 - NIIN 010592000 - 01-059-2000 - FSC 5320 Rivets

NEARBY STOCK NUMBERS ¢ 5320-01-059-1999 Pin-Rivet - 5320-01-059-2001 Pin-Rivet =
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FEATURES

Pin-Rivet — FSC 5320

Shank Diameter: 0.1550 INCHES MINIMUM AND 0.1565 INCHES MAXIMUM IN

Lubrication: CETYL ALCOHOL

Surface Treatment Document and Classification: QQ-P-416,TY 2,CL 2 FED SPEC SINGLE TREATMENT RESPONSE OVERALL
Hardness Rating: 78.0 ROCKWELL SUPERFICIAL 15-N MINIMUM AND 82.0 ROCKWELL SUPERFICIAL 15-N MAXIMUM OVERALL
Material Document and Classification: AISI 8740 ASSN STD SINGLE MATERIAL RESPONSE OVERALL

Features Provided: SEALANT VENT GROOVE

Head Style: FLUSH COUNTERSUNK
IDENTIFICATION

NSN: 5320-01-059-2000
NIIN: 010592000
FSC: 5320 — Rivets

FSG: 53 — Hardware and Abrasives

GENERAL DESCRIPTION

The Pin-Rivet, cataloged under National Stock Number 5320-01-059-2000, is classified within Federal Supply Class 5320 (Rivets) of the
Hardware and Abrasives group. Government technical data includes 16 specifications, cited from the U.S. Government catalog. 1 additional
reference document (drawings, advisory and superseded references) is recorded in the U.S. Government catalog. Current acquisition

status: Active.

TECHNICAL SPECIFICATIONS

NSN 5320-01-059-2000

Item Name Pin-Rivet

FSC/ FSG 5320/ 53 — Rivets

Status ACTIVE

Shank Diameter 0.1550 INCHES MINIMUM AND 0.1565 INCHES MAXIMUM IN
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PARAMETER

VALUE

Lubrication

Surface Treatment Document and Classification

Hardness Rating

CETYL ALCOHOL

QQ-P-416,TY 2,CL 2 FED SPEC SINGLE TREATMENT RESPONSE OVERALL

78.0 ROCKWELL SUPERFICIAL 15-N MINIMUM AND 82.0 ROCKWELL

SUPERFICIAL 15-N MAXIMUM OVERALL
Material Document and Classification AISI 8740 ASSN STD SINGLE MATERIAL RESPONSE OVERALL
Features Provided SEALANT VENT GROOVE
Head Style FLUSH COUNTERSUNK
Specification/standard Data 80205-NAS7025 PROFESSIONAL/INDUSTRIAL ASSOCIATION STANDARD
Grip Length 0.376 INCHES MINIMUM AND 0.438 INCHES MAXIMUM IN
Shank Style PIN-RIVET, MULTIPLE GROOVED
Surface Treatment CADMIUM OVERALL
Minimum Tensile Strength 180000 POUNDS PER SQUARE INCH LBS
Countersink Angle 100.0 DEGREES NOMINAL
Shear Strength 108000 SINGLE POUNDS PER SQUARE INCH
Material STEEL COMP 8740 OVERALL
Head Major Diameter 0.277 INCHES MAXIMUM IN

LIFECYCLE & COMPLIANCE

Acquisition Status ACTIVE

DEMIL Code DEMIL A — NO DEMILITARIZATION REQUIRED
Hazard NO HAZARD CODE IN THE DLA RECORD (HMIC N)
Criticality Code X

CROSS-REFERENCE INDEX

No manufacturer part numbers on file in the U.S. Government catalog.

REFERENCE DOCUMENTS

REFERENCE MEANING

NAS7025H07 3/2 Design control — primary reference

No interchangeability data on file.

OTHER ITEMS IN FSC 5320 — RIVETS

5320-00-001-1756
PIN-RIVET

5320-00-001-5126
5320-00-001-5126 - Item name not on file

5320-00-001-1756
PIN-RIVET

5320-00-001-5151
5320-00-001-5151 - Item name not on file

FREQUENTLY ASKED QUESTIONS

What is NSN 5320-01-059-2000?

5320-00-001-2042
5320-00-001-2042 - Item name not on file

5320-00-001-5152
5320-00-001-5152 - Item name not on file

NSN 5320-01-059-2000 is a Pin-Rivet, classified under FSC 5320, Rivets. Status: active.

What are the specifications of 5320-01-059-2000?
Key specifications for 5320-01-059-2000: Shank Diameter: 0.1550 INCHES MINIMUM AND 0.1565 INCHES MAXIMUM IN; Lubrication: CETYL
ALCOHOL; Surface Treatment Document and Classification: QQ-P-416,TY 2,CL 2 FED SPEC SINGLE TREATMENT RESPONSE OVERALL; Hardness
Rating: 78.0 ROCKWELL SUPERFICIAL 15-N MINIMUM AND 82.0 ROCKWELL SUPERFICIAL 15-N MAXIMUM OVERALL. 16 specifications are

documented in the U.S. Government catalog.

Is NSN 5320-01-059-2000 hazardous material?
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5320-00-001-3944
RIVET,SOLID

5320-00-001-5153
5320-00-001-5153 - Item name not on file
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No hazard code in the DLA record (HMIC N). Hazard information on this page is shown exactly as it appears in the DLA record.

SOURCES

U.S. Government catalog: edition PUBLOGDVD v12.0.0 (OCT 2026), edition date 2026-10-01, retrieved 2026-10-16.
U.S. Government catalog: edition PUBLOGDVD v12.0.0 (OCT 2026), edition date 2026-10-01, retrieved 2026-10-18.
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