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Mixer Stage, Frequency
5895-01-059-2403
NSN 5895-01-059-2403 · NIIN 010592403

FSC 5895 — Miscellaneous Communication Equipment · FSG 58 — Communication, Detection, and Coherent Radiation Equipment

GOVERNMENT RECORD, CITED

ALSO SEARCHED AS 5895-01-059-2403 · 5895010592403 · NIIN 010592403 · 01-059-2403 · FSC 5895 Miscellaneous Communication Equipment

NEARBY  STOCK NUMBERS ← 5895-01-059-2379 Panel, Indicator · 5895-01-059-2629 →

FEATURES IDENTIFICATION

GENERAL  DESCRIPTION

The Mixer Stage,frequency, cataloged under National Stock Number 5895-01-059-2403, is classified within Federal Supply Class 5895

(Miscellaneous Communication Equipment) of the Communication, Detection, and Coherent Radiation Equipment group. Government

technical data includes 8 specifications, cited from the U.S. Government catalog. 1 additional reference document (drawings, advisory

and superseded references) is recorded in the U.S. Government catalog. Current acquisition status: Active. Unit of issue: EA.

TECHNICAL  SPECIFICATIONS

PARAMETER VALUE

NSN 5895-01-059-2403

Item Name Mixer Stage,frequency

FSC / FSG 5895 / 58 —  Miscellaneous Communication Equipment

Status ACTIVE

Circuit Construction Type SOLID  STATE

Impedance Rating Per Channel 50.000 OHMS OPERATING CHANNEL

Average Power Rating Per Channel 50.0 MILLIWATTS INPUT

Basic Shape Style RECTANGULAR OR SQUARE

Shock Resistance Rating in Gravitational Units 100.0

Maximum Operating Altitude Rating 200000.0 METERS

Shock Pulse Duration Time 6.0 MILLISECONDS MS

Vibration Resistance Amplitude 20.0 GRAVITATIONAL UNITS

LIFECYCLE  &  COMPLIANCE

Acquisition Status ACTIVE

DEMIL Code DEMIL C — REMOVE/DEMIL KEY POINTS

Hazard NO HAZARD CODE IN THE DLA RECORD (HMIC N)

Mixer Stage,frequency — FSC 5895•

Circuit Construction Type: SOLID STATE•

Impedance Rating Per Channel: 50.000 OHMS OPERATING

CHANNEL

•

Average Power Rating Per Channel: 50.0 MILLIWATTS INPUT•

Basic Shape Style: RECTANGULAR OR SQUARE•

Shock Resistance Rating in Gravitational Units: 100.0•

Maximum Operating Altitude Rating: 200000.0 METERS•

Shock Pulse Duration Time: 6.0 MILLISECONDS MS•

NSN: 5895-01-059-2403•

NIIN: 010592403•

FSC: 5895 — Miscellaneous Communication Equipment•

FSG: 58 — Communication, Detection, and Coherent Radiation

Equipment

•
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Shelf Life Code 0

Criticality Code X

Unit of Issue EA

Acquisition advice code J

Weight 1.0000 lbs

Cube 0.0104 cu ft

CROSS-REFERENCE  INDEX

No manufacturer part numbers on file in the U.S. Government catalog.

REFERENCE DOCUMENTS

REFERENCE MEANING

127072-1 3/2 Design control — primary reference

U.S. Government activity

No interchangeability data on file.

OTHER ITEMS  IN  FSC  5895  —  MISCELLANEOUS  COMMUNICATION  EQUIPMENT

Items in the same Federal Supply class. No interchangeability or substitution relationship is implied.

5895-00-000-0116
5895-00-000-0116 · Item name not on file

5895-00-001-1613
DIVIDER,POWER,RADIO FREQUENCY

5895-00-001-1816
DIVIDER,POWER,RADIO FREQUENCY

5895-00-001-1867
5895-00-001-1867 · Item name not on file

5895-00-001-2457
DUPLEXER SUBASSEMBLY

5895-00-001-2722
5895-00-001-2722 · Item name not on file

5895-00-001-2735
MIXER STAGE,FREQUENCY

5895-00-001-2738
MODULATOR SUBASSEMBLY

FREQUENTLY ASKED QUESTIONS

What is NSN 5895-01-059-2403?

NSN 5895-01-059-2403 is a Mixer Stage,frequency, classified under FSC 5895, Miscellaneous Communication Equipment. Status: active.

What are the specifications of 5895-01-059-2403?

Key specifications for 5895-01-059-2403: Circuit Construction Type: SOLID STATE; Impedance Rating Per Channel: 50.000 OHMS OPERATING

CHANNEL; Average Power Rating Per Channel: 50.0 MILLIWATTS INPUT; Basic Shape Style: RECTANGULAR OR SQUARE. 8 specifications are

documented in the U.S. Government catalog.

Is NSN 5895-01-059-2403 hazardous material?

No hazard code in the DLA record (HMIC N). Hazard information on this page is shown exactly as it appears in the DLA record.

What is the DEMIL code for NSN 5895-01-059-2403?

NSN 5895-01-059-2403 has DEMIL Code C. Demilitarization may be required before disposal or transfer to non-military entities.

SOURCES

U.S. Government catalog: edition PUBLOGDVD v12.0.0 (OCT 2026), edition date 2026-10-01, retrieved 2026-10-16.

U.S. Government catalog: edition PUBLOGDVD v12.0.0 (OCT 2026), edition date 2026-10-01, retrieved 2026-10-18.
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✓ Data cited from the U.S. Government catalog; commercial cross-references from OEM and certified industry sources.
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